Heavy Metal & Tubes Ltd

Quality Control Plan for Carbon Steel/Alloy Steel Seamless 'U’ Tubes

. Quality Characteristics Referance " ; . _—
N
Sr.No Operation e Standred Instrument used Testing Carried Out Type of record keeping Remark Responsibility
1 2 3 4 5 6 7 8 9
Micrometer[for OD &
Seamless Mother y : As per Applicable Thickness Random Checking of
1 : e .C.Dept.
Hollows o il Standard Checking] & AL il Dimensions o 4
Measuringtap
4 Random Checking of
[B] Surface Visual HMTL surface inspection Q.C.Dept.
Chemical analysis
A o Acate o b
[C] Chemical Analysis Standard & HMTL Format applis::able P Q.C.Dept.
P.0O.Requirments standard(Random
Checking)
100% Colour Coding
; As per internal done as per ;
I :
(D) Colour Coding Procadiie: HMTL starratinel a6, for Raw material dept
differanc grade
; As per Applicable . As per Applicable :
Int diat A iy Production & Q.C.
2 Hea??rT;Zt::eent (A) Temperature Standard & Autog:tt:zlgmp HMTL Format Specification & roD:palcr};nen t
P.O.Requirments P.O.Requirments.
Speed & Feed checking
Depends on tubes for maintaining soaking Production & Q.C.
(B) Speed & Feed thk & size of tube ol FFemat time (Depends on OD & Department
Thk of the tubes)
; As per Applicable : : ’
3 Intermediate A) Dimensions Standards Micrometer & HMITL Farmiat Random Checking as Production & Q.C.
Straighteni i . i Department
raightening P.0.Requirement Measuring Tap per applicable standard epartmen
" InterMediate HCL% & Fe% La HMTL Format Random Checking once .

Pickling

in a day
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Acidity of Phosphating

Random Checking once

5 Coating Bath Fe% Lab HMTL Format in a day Chemist
6 Soap Bath % Fatty Acid Lab HMTL Format Ra"d""‘inc:zz';”g e Chemist
As per Applicable Random Dimension &
- Drawing A) Dimensions Standard & oD & Thickness HMTL Eoimat Lengtlh Checking as per| Q.C.Dept & Production
: Micrometer applicable Standerd & Dept
P.O.Requirement -
P.O.Requirement
Ranodm Checking for
straightning marks, dent
i .C.Dept & Producti
B) Surface Visual HMTL & any other me_chemcal Q.C.Dept & Production
damages which are Dept
visible in sraightning
condition.
As per Applicable : As per Applicable y
8 | Heat Treatment | (A) Temperature Shndads g | Aeematic femp. HMTL Format Specification & Production & Q.C.
; controller : Department
P.0.Requirments P.0O.Requirments.
Speed & Feed checking
Depends on tubes for maintaining soaking Production & Q.C.
B 3
(B) Speed & Feed | 1 & size of tube Gt Format time (Depends on OD & Department
Thk of the tubes)
. Rckwell Supperfical
As per Applicable .
© Hardness Standard & Hardness Tester & HMTL Format Random Checking PigtiUcton .Gk,
. Rockwell Hardness Department
P.O.Requirments
Tester
9 Pickling HCL% & Fe% Lab HMTL Format BA ”d°mif:?:;”9 e Chemist
As per Applicable ; . :
10 | Straightening A) Dimensions Standards & IBGRHE EC & HMTL Format RendoimChecking'as |  Prosiuction & G.C.

P.O.Requirement

Measuringtap.

per applicable standard

Department
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Random checking for
straightening mark,dent
& any other mechanical

Production & Q.C.

BSUrmED Wiz} HMITL damages which are Department
visible in straightening
condition
11 End Cutting Length checking P.O.Requirment Mesuringtap HMTL Format Random checking Production dept
Eddy Current [ . . ASTM-A-450/E- | Eddy current testing
12 ; 9 .C.Dept
If Applicable] Non Destructive testing 3098 PO aching HMTL Format 100% Q.C.Dep
Ultrasonic test [if ; : ASTM E-213 & Ultrasonic testing
13 : N 9 .C.
applicable] on Destructive testing PO . HMTL Format 100% Q.C.Dept
Mechanical . As per Applicable Tensile testing Tensile test carried out
14 : .C.
testing Ay TEnsletast standard & P.O Machine tMTL R random as per standard Src:Rent
Rckwell Supperfical
As per Applicable| Hardness Tester & Random Checking as
; Q.C.Dept.
B)Hardness Standard & P.O | Rockwell Hardness BRI L per applicable standard i
Tester
C) Flaring,Flange, As per applicable Tensile testing Testing conducted as
.C.D
Flattening Standard & P.O Machine EALE Farmat per standard a oot
As per Applicable As per Applicable
15 Chemical Product Analysis Standerd & Spectro metre HMTL Format Specification & Q.C.Dept
P.O.Requirement P.O.Requirments.
As per Applicable Micromerer & As per Applicable
16 Mock Up Test Thinning & Ovality Standard & Thickness HMTL Format Specification & Q.C.Dept
P.O.Requirments | Ultrasomic metre P.0O.Requirments.
; : Random Checking of 1
17 U-B :
ending Surface Visual HMTL siiface Inspection Production Dept
; Micrometer[for OD &
As per Applicable . :
B) Dimension & Radius Standard & Thlckpess HMTL Random Checking As Production Dept
- Checking] & per applicable standard
P.O.Requirments :
Measuringtap
18 End Cutting Length checking P.O.Requirment Mesuringtap HMTL Format Random checking Production dept
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