Heavy Metal & Tubes Ltd

Quality Assurance Plan for Seamless Alloy Steel & Carbon steel Tubes/Pipes

Quality Characteristics

Referance

Sr.N i i i i R ibilit
r.No Operation Checked Standred Instrument used Testing Carried Out Type of record keeping Remark esponsibility
1 2 3 4 5 6 7 8 9
Micrometer[for OD &
Seamless Mother| . ; As per Applicable Thickness Random Checking of
! Hollows DL Rimereen Standard Checking] & HITL Fonnat Dimensions GQ.C.hop
Measuringtap
i f
[B] Surface Visual HMTL Rendom ‘,3“9‘*"19 - Q.C.Dept.
surface inspection
Chemical analysis
ith
As per Applcable B leanth masine
[C] Chemical Analysis Standard & HMTL Format appli{:able Q.C.Dept.
P.O.Requinments standard(Random
Checking)
100% Colour Coding
, As per internal done as per "
(D) Colour Coaing A HMTL el corl el B Raw material dept.
differanc grade
. As per Applicable . As per Applicable .
| : 3 P &Q.cC.
2 niereciae (A) Temperature Standard & Automatic: Terp. HMTL Format Specification & L i e
Heat treatment : controller : Department
P.O.Requirments P.O.Requirments.
Speed & Feed checking
Depends on tubes for maintaining soaking Production & Q.C.
(B) Speed & Feed thk & size of tube HNIL ot time (Depends on OD & Department
Thk of the tubes)
; As per Applicable i . ;
Intermediate ; ; Micrometer & Random Checking as Production & Q.C.
8 Straightening A Dk Slardend & Measuring Ta HMT. Eammt per applicable standard Department
P.O.Requirement 9 fap.
4 152 e HCL% & Fe% Lab HMTL Format Randorm Ciheakirig bnoa Chemist

Pickling

in a day
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Acidity of Phosphating

Random Checking once

5 Coating bath Fe% Lab HMTL Format ini 2 chay Chemist
6 Soap Bath % Fatly Acid Lab HMTL Format Randc’mir?:‘?;'?"g Gl Chemist
z Random Dimensions &
As per Applicable i : :
7 Drawing A) Dimensions Clardad B oD & Thickness HMTL T Lengt.h Checking as per| Q.C.Dept & Production
. Micrometer applicable Standerd & Dept
P.O.Requirement :
P.O.Requirement
Ranodm Checking for
straightning marks, dent
. : p ;
B) Surface bl HMTL & any other mgchemcal Q.C.Dept & Production
damages which are Dept
visible in sraightning
condition.
As per Applicable ; As per Applicable .
8 Heat treatment (A) Temperature Standard & fubmetio Teme; HMTL Format Specification & Production &.0.0;
: controller : Department
P.O.Requirments P.0O.Requirments.
Speed & Feed checking
Depends on tubes for maintaining soaking Production & Q.C.
B)S
(E)Speed & Feed thk & size of tube HMTL sl time (Depends on OD & Department
Thk of the tubes)
. Rckwell Supperfical
As per Applicable :
© Hardness Standard & Hardness Tester & HMTL Format Random Checking Praduchom BiC C
: Rockwell Hardness Department
P.O.Requirments
Tester
9 Pickling HCL% & Fe% Lab HMTL Format Ra"d"mmC:Z‘;';”g anes Chemist
As per Applicable . ; :
10 | straightening A) Dimensions Standerd & RAGIGIRIEES HMTL Format Random Ghecdnges | Prodution & Q.C.

P.0.Requirements

Measuringtap.

per applicable standard

Department

-~

s
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Random checking for
straightening
marks,dents & any other

Production & Q.C.

Blmuracs il AT mechanical damages Department
which are visible in
straightening condition
11 End Cutting Length checking P.O.Requirmets Mesuringtap HMYL Formet Random checking Production dept
‘ . ;
_ As per Applicable _ . 109 % Checking by Production & Q.C.
12 Hydro testing Test Pressure Standerd & Hydro testing HMTL Format/Register keeping of pressure for
; B Department
P.O.Requirement minimum of 5 seconds
Eddy Current [ . . ASTM-A-450/E- | Eddy current testing
1 : 9 .CD
3 If Applicable] Non Destructive testing 3098 P.O e HMTL Format 100% Q.C.Dept
Ultrasonic test [if : : Ultrasonic testing F
14 applicable] Non Destructive testing| ASTME-213 & P.O aehife HMTL Format 100% Q.C.Dept
Mechanical : As per Applicable Tensile testing Tensile test carried out
2 testing ) Tensile test standard & P.O Machine FIMITL Format random as per standard Q.6 Oept
Rckwell Supperfical
As per Applicable| Hardness Tester & Random Checking as cD
: G, t.
RIFamnR Standard & P.O | Rockwell Hardness BTC Formal per applicable standard ache
Tester
C) Flaring,Flange, As per applicable Tensile testing Testing conducted as
.C.D
Flattening & Bend test | Standard & P.O Machine HMTL BT per standard QiR
As per Applicable . As per Applicable
D) Impact test Standerd & ARERER SRprad Specification & Q.C.Dept
P.O.Requirement P.O.Requirments.
As per Applicable As per Applicable
16 Chemical Product Analysis Standerd & Spectro metre HMTL Format Specification & Q.C.Dept
P.O.Requirement P.O.Requirments.
As per Applicable . . )
; : . . Production & Q.C.
17 | Final Cutting A) Dimensions Standard & ﬁ;;‘i:;:t’t‘z& HMTL Format :f;dozl:b}?zi'::r?d:f g mD: p;ft':n eﬁ
P.0O.Requirments =P P PP
! : ; . As per applicable | Micrometere, Vernier : i ;
18 Final Inspection A) Dimensions HMTL Format/Register 100 % Checking Q.C Dept

Standard & P.O

, Measuringtap.
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